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Digital clock 

MASTER-WEDOMY

Time synchronization systems based on the “MASTER-WEDOMY” principle include 1 master clock or clock station, 

secondary clocks and communication lines between them.  

Master clock (index in MS marking) - primary clock, designed to count down the exact time and transmit the reference 

time signal to other clocks - secondary clocks. The standard synchronization algorithm copies the exact time signals of 

the radio “MAYAK”. At the beginning of each new hour Master clock “Impulse” (or another clock station) gives a 

synchronization signal.  Synchro Output Load Capacity: 

• Standard Master Clock: not more than 25 hours 

• Master clock with reinforced synchro output (PMS index in the marking): up to 100 hours. 

In large time systems it is recommended to install a master slave clock (index MS-SS in the marking) to amplify and 

retransmit the signal.  



   

The secondary (slave) clock (index SS) in turn displays the time according to the data received from the primary 

(master) clock.  

 

Advantages of MASTER-WEDOMY Clock: 

• Affordable price 

• Possibility of autonomous operation 

• Classic design 

• Any luminescence colors and sizes 

• Wide range of additional options 

• Long service life: more than 100 000 hours 

• Extended warranty - 2 year

  

Technical specifications 

Name of characteristic Value 

Type of indicators  
 

LEDs, except I-410-EURO - seven-segment matrix of high 
definition; viewing angle 120 degrees 

Indicator brightness Red (0.5Kd) 
Green (0.3Kd) 
Yellow (0.5Kd) 
Blue (0.5Kd) 
White (0.5Kd) 

Control  
 

- IR remote control (range up to 10m),  
- NTP protocol support 

Synchronization  
 

MS - master clock (master), connection of up to 20 slave 
clocks SS - slave clock (slave, secondary) 

Operating conditions room,  temperature from 0° to +50° C 

 


