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ICB ANT GNSS Antenna 

ICB ANT GNSS antenna is designed to receive signals from GLONASS, GPS, GALILEO and BeiDou satellite 
navigation systems. Antennas can be used with exact time servers STV-01 and receivers manufactured by 
Jcom-iot or with other receivers of signals of GPS, GLONASS, GALILEO and BeiDou systems. It is recommended 
to install the antenna together with a lightning arrester (not included in the delivery set). 

Buy ICB ANT GNSS Antenna from Jcom-iot Company 

We offer to buy ICB ANT GNSS antenna at favorable prices. Jcom-iot is a guarantee of quality and durability of 
products. More complete information (exact cost, payment method, additional characteristics) you can clarify 
with our managers via online chat, requesting a quote via the website or by mail. 

 



   

Technical specifications 

Name of characteristic Value 

Type of satellite system received: GLONASS/GPS/BeiDou/GALILEO 
Frequency range 
 

1559.052~1610 MHz 
1205.094~1278.75 MHz 

Polarization RHCP (right) 
V.S.W.R (Standing Wave Ratio) ≤2,0 
Impedance (Wave Impedance) 50 ohms 
Horizontal coverage angle 360° 
Vertical coverage angle 5° ~90° 
Gain 
 

B1/L1/G1/E1/E2: 40 ± 2 dB 
B2/L2/G2/B3/E5b/E6: 42 ± 2 dB 

Noise figure ≤1.5 dB 
Power supply voltage 3.3~12V DC 
Current consumption ≤50 mA 
Connector TNC-K 
Size Φ 66.5 mm. x 76.3 mm. 
Weight  ≈150g 
Operating Temperature -40℃ ~+85℃ 
Storage Temperature -40℃ ~+85℃ 
Relative humidity Up to 95% (non-condensing) 
Dustproof IP67 

 

 

 


