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Text calendar clock with NTP

Secondary calendar clocks with NTP time synchronization capability, based on LED text matrices (ETN-NTP 
marking).  

They display data received from time servers: time, date and day of the week. The data format depends on the 
length of the information field (matrix).  

Optionally, the display of these models of NTP-calendars can display any text information - ticker, which makes 
these models an absolutely universal information tool.  

Time synchronization in all NTP-clocks is carried out via local network. All models of text NTP-calendars have 
ETHERNET (with RJ45 connector) or Wi-Fi communication interface (in this case, wired Ethernet communication 
is not supported). 

 

 



   

Advantages of Impulse text calendars with NTP synchronization 

- Easy connection and configuration 

- Possibility of autonomous work 

- Strict laconic design 

- Informativeness 

- Possibility to display text messages -(optional) 

- Any luminescence colors and sizes 

- Long service life: more than 100 000 hours 

- Extended warranty - 2 years 

 

 

Technical specifications 

Name of characteristic Value 

Type of display 
 

secondary electronic clock-calendar for construction of a 
single time system based on NTP protocol /6900/ 

Assignment 
 
 

to display the current time, date and day of the week data 
received from the time server via the local network. 

Displayed parameters 
 
 

current time in numeric format [HH:MM], day of the week 
(abbreviated) and date in format NUMBER.MONTH 
(abbreviated) 

Standard control 
 
 

NTP protocol support for clock synchronization with the 
time server (Ethernet communication interface); IR 
remote control (range up to 10m) or PC (if the "Running 
line" option is available) 

Operating conditions 
 
 

Modifications R, G, Y, B or W : dry, closed room, 
temperature range: 0°C to +50°C. Modifications ER2, EY2, 
EG2, EB2 or EW2: outdoor, temperature range: -40°C to 
+50°C 

Enclosure protection class 
 

modifications R, G, Y, B or W: IP54. Modification ER2, EY2, 
EG2, EB2 or EW2: IP65 

Nutrition 
 

220V, 50 Hz. Power cable length 1.5m. Power 
consumption 35W 

Backup power supply 
 

Saves time progress and user settings in case of power 
failure 

Housing characteristic 
 
 

Welded steel frame, decorative anodized profile, acrylic 
glass light filter. The color of the enclosure and profile is 
black. Standard fixing: hinges on the back of the enclosure. 
RJ45 connector on the enclosure for LAN connection. 

Warranty period 2 years 
Important! 
 
 

If the "Running line" option is available, the control is 
performed only from a PC, remote control is not included 
in the scope of delivery 

 


