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N-type female N-722Q lightning 
arresterthunderstorm protector

Lightning arrestor with N-type socket connectors with gas-filled element oriented for professional and amateur radio 

use. The N 722Q lightning arrestor has low insertion loss and good VSWR while operating over a wide frequency range 

from direct current (DC) to 3.5 GHz. The N-722-Q offers high maintainability due to the ability to quickly replace the 

gas-filled protective element. The lightning arresters are equipped with a bulkhead RF connector and can be mounted 

on any cabinet or any flat panel with a wall thickness not exceeding 5 mm. 

Features of lightning protection N-722Q: 

• Can be installed from “under the nut” on enclosures with wall thicknesses up to 5 mm 

• Withstands multiple lightning discharges 

• Significant reduction of discharge power at the output 

• Metal parts are made of stainless steel 

 



   

Delivery set N-722 Q: 

• Lightning Discharger 

• Packaging 

 

Technical specifications 

Name of characteristic Value 

Connectors / connectors on the housing N-jack / N-socket 
Impedance 50 ± 5 ohms 
Operating frequency range DC ~ 3.5 GHz 
Insertion loss (max) 0.15 dB (2.45 GHz); 0.17 dB (3.5 GHz) 
Input power (max) 250 W 
VSWR (max) 1.08 (2.45 GHz); 1.12(3.5 GHz) 
Ignition voltage  300 V 
Dissipated power (max)  6 kV/10 kA (8x20 µs) 
Operating temperature range -55 ~ +80 °C 
Weight 190 g 

 


