
 

jcom-iot.com 

sakes 

Time synchronization devices 

NMS (Network Management System) 
 

 

 

NMS system allows to significantly simplify the process of configuration of the central station and terminals, to 
collect and store information about current and past work processes of the network, to analyze the state of the 
network, and also provides information about the network operation in the form of graphs and tables. 

Hardware and software complex “NMS” performs the function of a data collection server for the software 
solution with time synchronization. It is a complex solution designed to collect, process and visualize data from 
time synchronization sources and signals.  

The main functions are:  

1. Monitoring and data collection from time and signal synchronization servers; 

2. Visualization of information (readings, graphs, reports, related equipment documentation); 

3. Data storage; 

4. Configuration of devices; 

5. Remote software upgrades; 



   

6. Reports. 

 

 

Technical specifications 

Name of characteristic Value 

Power Specifications (85-265VAC) - main power input 
(36-72VDC) - redundant power input 

Power consumption max. 50 W 
Processor 8-core 64-bit: 

4 Cortex A76 cores and 4 Cortex A55 cores 
Maximum frequency 2.4 GHz 
RAM capacity at least 8GB of LPDDR4/4x memory 
Flash memory for bootloader 16 MB SPI 
Primary SSD drive (M.2 PCIe2.0 slot) 256GB - SSD NVME NVME M.2 NETAC 
Enclosure metal 19” (482x250x44mm) 
Service life 8 years 
Switch built-in 6-port managed 10/100/1000 Mbps 
Monitor connection port HDMI 
USB port 2pcs 
Watchdog timer built-in 
Operating system Pre-installed Linux 
IoT platform Pre-installed Jcom-iot 
DBMS Pre-installed “PostgreSQL” 

 


